Criteria For A Doping Control Station

Facilities for Doping Control should provide privacy for competitors and security for the collection procedure. The entry door to the Doping Control Station must be secure. 

The criteria listed below are ideals but in many cases flexibility is often required. 

The Station should be situated close to the competition area if possible. Consideration should also be given to the visibility of competitors being escorted to the station and ideally they should not have to walk across the competition venue in front of spectators.  Access is restricted to authorised personnel only:

· Doping Control Officer

· Selected competitors

· Accompanying officials of the selected competitors 

· National/International Federation Doping Control Official

· Interpreter (if required)

· Other authorised personnel i.e. ISC observers/ WADA observers 

Within the doping control station three areas are required (separate if possible but segregated in so far as possible):

· Waiting area

· Administration area

· Area for sample collection
Waiting Area

This area should be equipped with chairs, space for adequate supply of non-alcoholic drinks in unopened containers and a rubbish bin. Reading material, television or a radio are helpful to create a relaxed atmosphere in the station.

Administration Area

This area should contain table and chairs, washbasin, soap and towels. If possible a lockable refrigerator for storage of samples should also be supplied.

If separate rooms are not available for waiting and administration areas a single room can be separated by a partition or screen. 

Sample Collection Area

At least one toilet is required in the sample collection area and if possible a separate sample collection area should be provided for each sex being tested. Sufficient space is needed to accommodate the doping control officer and competitor in this area, to ensure that the doping control officer can observe the provision of the sample. Wheelchair toilets if available are ideal. If there are no toilet facilities at the venue a Portaloo or hotel suite/room can be hired or the ISC can provide a mobile testing unit.
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